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Exterior Lighting

  p Comply with engineering standards 

from the latest edition of  Illuminating 

Engineering Society of North America’s 

(IESNA), Lighting Handbook.

  p Refer to the pages that follow for 

Exterior Lighting Standards for the 

following types of spaces:

•  Campus Roads
•  Parking Lots
•  Sidewalks
•  Outdoor Stairs and Ramps
•  Plazas
•  Bus Stops
•  Blue Light Phones
•  Flagpoles
•  Public Art

  p Design lighting layouts to meet 

standards for quantity, evenness and 

quality of light (as measured by average 

foot-candles and "max to min" ratios).

  p Specify fi xtures to produce light with a 

temperature of 4000 Kelvin and a Color 

Rendering Index (CRI) of 85 or better.

  p Where the University's Exterior Lighting 

Standards do not cover a situation, use 

IESNA standards. 

Applicable Codes and Standards
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  p  Submit a photometric report that 

demonstrates compliance with the 

University's required light and evenness 

levels at the following stages of 

design: 

•  100% Design Development 
•  50% Construction Documents 
•  90% Construction Documents

  p Include a plan view, photometric 

"design intent" sheet in the 100% 

Construction Documents submission.   

Show the intended lighting levels and 

requirements. Submit elevation views 

as needed if building facades will have 

special lighting.

  p Analyze the relevant lighting typologies 

included in the project (e.g., roads, 

sidewalks, parking lots, etc.)  Break 

down each typology into reasonably 

sized zones for analysis.  

  p Include a table that shows manufacturer, 

catalog number, lumens per fi xture, 

light loss factor, wattage and mounting 

height for each fi xture.

Design Review Process

  p Also include a table listing the University's 

FC standards for each spatial typology. 
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Design Review Process: Photometric Criteria

  p Calculate all exterior photometrics at 

grade

  p Assume the following:

• 10% light loss for dirt and 
depreciation

• 10% light loss for lumen 
depreciation for LED sources, 10% 
for fl uorescent sources and 25% 
for HID sources (metal halide, 
high pressure sodium, low pressure 
sodium)

• Sidewalk refl ectance of 20%

• Roadway refl ectance of 10%

  p Sample light levels on the following 

calculation grids:

• Roadways and parking lots on 5 
foot grid with no point more than 2 

feet 6 inches from any edge

  p Parking garages on 3 foot grid with no 

point more the 1 foot 6 inches from any 

edge.

  p Sidewalks on 2 foot grid with no point 

more than 1 foot from any edge.

  p Public stairways, steps and ramps on 

6 inch grid on both the horizontal and 

vertical planes.  Stairs must be fully 

modeled in the photometric analysis 

with no point more than 6 inches from 

any edge.

  p Facades on 5 foot grid with no point 

more than 2 feet 6 inches from any edge.

  p When lighting Public Art, request a 

design intent statement from the artist 

or architect addressing light, contrast 

and Dark Sky implications.

  p Do not allow light above 75 degrees 

from nadir.  Provide a beam of light that 

extends no more than 35 degrees from 

nadir. Exceptions include building 

lighting, fl ags, art and monuments.

Use the following criteria when preparing 

photometric analyses:
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Design Review Process: Photometric Report Example
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Section 11

Page 7

Exterior Lighting

  p During the submittal process, review 

a photometric report submitted by the 

Contractor along with light fi xture 

information. A +/- 5% foot candle 

variance from the design intent plan is 

allowed.  Compliance with maximum to 

minimum foot-candle levels is required.

  p At Substantial Completion, evaluate 

exterior lighting both physically and 

photometrically. Take spot readings at 

5% of the photometric points of each 

lighting zone to confi rm light levels 

within 5% of the data points on the  

Contractor's submittal.  

  p Document light level readings per 

IESNA recommended practices at night.  

  p Document any deviations as either 

"acceptable" or corrected prior to 

certifi cation of Substantial Completion.

Construction Administration Process
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Exterior Lighting

Space Typologies: Campus Roads

  p Interior Campus Road

• Maximum  ............................3.0 FC

• Minimum .............................0.3 FC 

• Extrapolated Average  ..........1.4 FC

• Maximum to Minimum  .......10 to 1

  p Use medium height street lights  spaced 

regularly to illuminate roads

  p Locate poles in planting strips between 

the road and sidewalks

  p Provide evenly-spaced pedestrian lights 

to illuminate the sidewalks

  p Specify the Lithonia RSX2 LED fi xture 

for a consistent campus image
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Exterior Lighting

  p Provide Lithonia RSX2 LED light 

fi xture at smaller parking lots and 

campus roads 

  p All fi xtures to be black

  p Provide fi xture with cast aluminum 

body mounted to a round pole with the 

fi xture face at 25' or 30' above fi nished 

grade depending on parking lot size

  p Provide LED light producing between 

12,000 and 22,000 lumens depending 

on height 

  p Specify 4000K color light with a CRI of 

85 or better

  p Specify lights to be Dark Sky compliant 

with no light above 75° from nadir and 

with a beam of light 35° from nadir

  p Refer to pole base details on Page 10

Space Typologies: Street Lights at 
Roads

Lithonia RSX2 LED

ay

of 9

COMMERCIAL OUTDOOR

Catalog 

Notes

Type

The new RSX LED Area family delivers maximum 

value by providing significant energy savings, long 

life and outstanding photometric performance at an 

affordable price. The RSX2 delivers 11,000 to 31,000 

lumens allowing it to replace 250W to 1000W HID 

luminaires.

The RSX features an integral universal mounting 

mechanism that allows the luminaire to be mounted 

on most existing drill hole patterns. This “no-drill” 

solution provides significant labor savings. An 

easy-access door on the bottom of mounting arm 

allows for wiring without opening the electrical 

compartment. A mast arm adaptor, adjustable 

integral slipfitter and other mounting configurations 

are available.

Tab key or mouse over the page to see all interactive elements.

Options Finish

Shipped Installed

HS

PE ocontrol, button style 

PER7 Seven-wire twist-lock receptacle only (no controls)

SF

DF Double fuse (208, 240, 480) 

SPD20KV d)

FAO Field adjustable output 

DMG 0-10V dimming extend out back of housing for external 
control (control ordered separate) 9

DS Dual switching 9,12

Shipped Installed

*Standalone and Networked Sensors/Controls (factory default settings, see table page 9)

NLTAIR2 PIRHN ation 2 ,with Networked, Bi-Level motion/ambient sensor

Buy America(n) Act Compliant

CCE Coastal Construction16

*Note: NLTAIR2 PIRHN with nLight Air can be used as a standalone dimming sensor with out-of-box 
worked solution. See factory default settings table. Sensor coverage 

pattern is affected when luminaire is tilted.

Shipped Separately (requires some field assembly)

EGS External glare shield 

EGFV External glare full visor (360° around light aperture) 

BS Bird spikes 17

Dark Bronze

Black

XD Natural Aluminum

DWHXD White

TXD Textured Dark Bronze

Textured Black

TXD Textured Natural Aluminum

DWHGXD Textured White

WW

Ordering Information

RSX2 LED

Series
Performance 
Package 

Color 
Temperature

Distribution Voltage Mounting

RSX2 LED P1

P2

P3

P4

P5

P6

30K 3000K

40K 4000K

50K 5000K 

R2 Type 2 Wide

R3 Type 3 Wide

R3S Type 3 Short

R4 Type 4 Wide

R4S Type 4 Short

R5 Type 5 Wide

R5S Type 5 Short

AFR Automotive Front Row

AFRR90 Automotive Front Row 
Right Rotated 

AFRL90 Automotive Front Row 
Left Rotated

MVOLT (120V-277V) 

HVOLT (347V-480V) 

XVOLT (277V-480V) 4

(use specific voltage for 
options as noted)

120 277 

208 347 

240 480 

SPA Square pole mounting (3.0" min. SQ pole for 1 at 90°, 3.5" min. SQ pole for 2, 3, 4 at 90°)

RPA Round pole mounting (3.2" min. dia. RND pole for 2, 3, 4 at 90°, 3.0" min. dia. RND pole 

MA ontal tenon)

IS Adjustable slipfitter (fits 2-3/8" OD tenon) 

Wall bracket

Wall bracket with surface conduit box

Adjustable tilt arm square pole mounting 

Adjustable tilt arm round pole mounting 

AAWB Adjustable tilt arm with wall bracket 

AAWSC Adjustable tilt arm wall bracket and surface conduit box 

EPA 
ft 0°):

0.69 ft  (0.06 m  )

Length: 29.3” (74.4 cm)
(SPA mount)

Width: 13.4” (34.0 cm)

Height: 3.0" (7.6 cm) Main Body
7.2” (18.3 cm) Arm

Weight:
(SPA mount)

30.0 lbs (13.6 kg)

RSX2 LED
Area Luminaire
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Exterior Lighting

Space Typologies: Street Light Poles - Footing Details

When Set in Planting Strip or other 

Landscaping 

When Set in Plaza or other Pedestrian 

Paving
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Exterior Lighting

  p Sidewalks along Cullen, Wheeler, Elgin, 

Calhoun, Scott, MLK, Old Spanish 

Trail (City Streets)

• Maximum  ............................7.0 FC

• Minimum .............................1.0 FC 

• Extrapolated Average  ..........4.0 FC

• Maximum to Minimum  .........7 to 1

  p Sidewalks along Interior Campus Roads

• Maximum  ............................5.0 FC

• Minimum ...........................0.75 FC 

• Extrapolated Average  ..........2.5 FC

• Maximum to Minimum  .........7 to 1

  p Provide evenly-spaced pedestrian lights 

at 40' min. to 60' max. on center, typical, 

to illuminate the sidewalks

  p Locate pedestrian poles in planting 

strips between the roads and sidewalks

  p Coordinate light pole and street trees to 

create a consistent even spacing along 

the road

  p Locate poles a consistent 2 foot from 

the edge of the sidewalk

City Streets

Interior Campus Road

Space Typologies: Sidewalks
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Exterior Lighting
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•  Maximum  ..................................5.0 FC

•  Minimum  .................................0.75 FC 

•  Extrapolated Average .................2.5 FC

•  Maximum to Minimum  ...............7 to 1

  p Space pedestrian light poles at 40' min. 

to 60' max. feet on center, typical

  p Maintain consistent spacing along the 

length of the sidewalk

  p Locate light poles a consistent 2 feet 

from the edge of the sidewalk

  p See the accompanying diagrams for 

typical tree and pedestrian light layouts

Note: Pedestrian lights located at 40' min. 

to 60' max. feet on center along a small 

sidewalk with informal tree planting.

Space Typologies: Sidewalks on Campus
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Section 11
Exterior Lighting

Space Typologies: Sidewalks on Campus

Note: Trees spaced regularly at 20 to 30 feet on center, with pedestrian 

lights interspersed at 40 to 60 feet on center. R2 optics typical.

Note: Trees spaced regularly at 20 to 30 feet on center, with pedestrian 

lights located on alternating sides at 20 to 30 feet on center.
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Exterior Lighting

  p Provide LED luminaire, model: Saturn 2 

color: black as made by Selux Lighting

  p Provide consistent quality lighting by 

specifying 4000 K temperature and 85 

or better CRI

  p Use tapered round black poles that are 13 

feet tall, hinged for ease of maintenance. 

Mount the luminaire so that the center 

of light to grade is approximately 14’-

0” feet above grade

  p Slope the top of concrete foundation 

base for adequate drainage

  p Do not provide tenons

  p Refer to UH Design Guidelines, section 

11.0 for current standard fi xture

Selux Saturn Cutoff  LED 

pedestrian light pole - black, 

13'-0" height

Pedestrian Light Fixture and Pole

Page 6 of 12
(Rev. 04/2019)

SACL_SSv6.0
In a continuing effort to offer the best product possible, we reserve the right to change, without notice, specifications or materials that in our opinion will not 
alter the function of the product. Specification sheets found at www.selux.us are the most recent versions and supercede all other printed or electronic versions.

Selux Corporation © 2018, T 845-834-1400,  800-735-8927,  F 845-834-1401,  www.selux.us

Saturn Cutoff LED

Base Cover Information
Refer to pole specification sheets for construction details, anchorage 

information and additional options.

Standard Base Cover (BC5)
Supplied with A35 and S35

Two-piece cast aluminum

Standard Base Cover (BC6)
Supplied with S635

One-piece cast aluminum

3 1⁄2” 
 (89mm)

Ø12 7⁄16”  
(316mm)

5 1⁄4” 
 (134mm)

65⁄8”
 (168mm)

Ø153⁄4” 
(400mm)

45⁄8”
 (118mm)

Pole Series
Bolt 

Circle

EPA Information
Height Finish Options

70mph 80mph 90mph 100mph 110mph

S635 3 1⁄2 iameter Stepped Steel Pole Ø9” 57.6 44.3 34.6 27.5 22.8

8ft.

WH White

BK Black

BZ ronze

SV ilver

SP Specify  
remium    
olor

REC FCI Receptacle with    
eatherproof cover

(120V only)

REC2 GFCI Receptacle with                     
adlockable in-use cover

(120V only)

MS     Motion Sensor w/ 
ptional Photocell

(Meets Title 24 
Requirements)

A35 3 1⁄2 iameter Straight Aluminum Pole Ø7 3⁄4 16.1 12.2 9.4 7.3 5.9

S35 3 1⁄2 iameter Straight Steel Pole Ø7 3⁄4 14.8 11.3 8.6 6.7 5.4

S635 3 1⁄2 iameter Stepped Steel Pole Ø9” 45.6 35.0 27.3 21.6 17.8

10 10 ft.A35 3 1⁄2 iameter Straight Aluminum Pole Ø7 3⁄4 12.4 9.3 7.1 5.4 4.3

S35 3 1⁄2 iameter Straight Steel Pole Ø7 3⁄4 11.4 8.6 6.5 4.9 3.9

S635 3 1⁄2 iameter Stepped Steel Pole Ø9” 37.6 28.7 22.3 17.5 14.4

12 12 ft.A35 3 1⁄2 iameter Straight Aluminum Pole Ø7 3⁄4 9.9 7.3 5.4 4.0 3.1

S35 3 1⁄2 iameter Straight Steel Pole Ø7 3⁄4 9.1 6.7 4.9 3.6 2.8

S635 3 1⁄2 iameter Stepped Steel Pole Ø9” 31.7 24.2 18.6 14.6 11.9

14 14 ft.A35 3 1⁄2 iameter Straight Aluminum Pole Ø7 3⁄4 8.0 5.8 4.2 3.0 2.2

S35 3 1⁄2 iameter Straight Steel Pole Ø7 3⁄4 7.3 5.3 3.8 2.7 1.9

S635 3 1⁄2 iameter Stepped Steel Pole Ø9” 21.7 15.8 12.3 9.6 7.6

16 16 ft.A35 3 1⁄2 iameter Straight Aluminum Pole Ø7 3⁄4 4.9 3.2 2.2 1.4 N/A

S35 3 1⁄2 iameter Straight Steel Pole Ø7 3⁄4 4.4 2.8 1.9 N/A N/A

Pole Data Chart

Pole Information
Refer to pole specification sheets for construction details, anchor

age information and additional options.

Pole Height

(8’ shown)

A35 & S35
Round Straight Aluminum

& Round Straight Steel Poles

S635
Round Stepped Steel Poles

24”
 (610mm)

24”
 (610mm)

44”
 (1118mm)

Shown with standard base covers.

Standard round 

base cover (BC)
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Saturn Cutoff LEDSaturn Cutoff LED

Bolt Circle for A35 & S35

Use caution when setting anchor bolts. Bolts must be 

vertically straight and centered on dimensions shown

A35/S35 

POLE ONLY

Hand Hold Location

7 3⁄4” 

 (197mm)

07 3⁄4” (197mm) 

Bolt Circle

03” (76mm) 

Conduit Opening

Note: Adequate drainage must be provided in concrete foundation.

Anchor Bolt Detail for A35 & S35

⁄4”

 (83mm)

3⁄4  x 17”

Galvanized Anchor Bolts

3⁄4 -10

Galvanized Heavy Hex Nut

3⁄4” (19mm) ID

Galvanized Flat Washers

Concrete footing designed
and supplied by others

1⁄2” (13mm)

for leveling

3⁄4  - 10

Galvanized Heavy Hex 

Leveling Nut

Bolt Circle for S635

Use caution when setting anchor bolts. Bolts must be vertically straight and 

centered on dimensions shown.

S635 

POLE 

ONLY

Hand Hold Location

⁄2”

 (216mm)

9” (229mm)

Bolt Circle

⁄8” (162mm)

Conduit Opening

Note: Adequate drainage must be provided in concrete foundation.

Anchor Bolt Detail for S635

Base Cover

3⁄4  x 17”

Galvanized Anchor Bolts

⁄4”

 (70mm)

1⁄4” (6mm)

for leveling

3⁄4  - 10 Galvanized 

Heavy Hex Leveling Nut

3⁄4 -10

Galvanized Heavy Hex Nut

3⁄4” (19mm) ID

Galvanized Flat Washers

Concrete footing designed
and supplied by others
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LED WARRANT

5
YEAR IP65

Saturn Cutoff 2 LED

Pole Order Code:

Series Height Finish Options

SAC2L

UH Campus Standard

Fixture

Project:

Type: Qty:

Date: Customer:

ApprovalsProduct Modifications
Please list modification requirements for review by factory:

Date:

Series SAC2L 
Saturn 2  Cutoff 
LED

Light Engine

CCT

Optics

Mounting
Single

Power Cord
Length

Finish BK
Black

Voltage

SAC2L, Gen5, 4000K, 90CRI, LED Light Engine

SAC2L

Order Code:

40
4000K, 90CRI

R1
Type I

R2
Type II

R3
Type III

R5R
Type V
(Round)

R4
Type IV

R5S
Type V
(Square)

R3W
Type III
(Wide)

R5Q
Type V
(Rectangular)

120
120V

208
208V

240
240V

277
277V

CN196303

CN205065 
Photocell Option - As 
above, with twist-lock 
Photocell on top

Options

40

14

BK

40 14 BK CN196303

Custom

5G450
39W/4352lm

5G700
62W/6537lm

5G105
94W/9101lm

14
14’

HS* 
House Side Shield 
(180°) 

For special use only—restricted 
ight fixtures located close 

uilding. Compatible with 
ptics Type I, II, III, and IV only. 

Figure 11-L

Bolt circle

Selux Saturn 

Cutoff  2 LED 

pedestrian Light 

Fixture Head, 

black
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AT535188 5”-3 1⁄2” Round Tapered Aluminum Pole

Breakaway Banner Arm Detail

Pole (Generic View)

Banner Arm Casting

1⁄4” through Bolt and Hardware

Ø 1⁄16” Cable

(2 x) Ø 3⁄8” Socket Cap Screws 

Mounting Hardware

” O.D. 

Aluminum 

Tube

Ø2’ - 4 3⁄8”  
(Ø721mm)

2’ - 1 1⁄16”  
(636mm)

3 1⁄2” 
89mm)

2’ - 1 1⁄16”  
(637mm)

7
’-

0
”
 (
2
13
4
m
m
) 
H
e
ig
h
t 
fr
o
m
 B
a
se

Ø13”  
(330mm)

” 
127mm)

Banner  
Supplied  
by Others

CN196303

14
’-

8
 3
⁄4

”
 (
4
4
9
0
m
m
) 
O
v
e
ra
ll 
H
e
ig
h
t 
R
e
f.

13
’ 
(3
9
6
2
m
m
) 
P
o
le
 H
e
ig
h
t

5
’ 
(1
5
2
4
m
m
) 
B
a
n
n
e
r 
A
rm

 H
e
ig
h
t

Fixture and Pole Details

4.5” (114mm)

Note: Base cover shall rest directly on top of concrete footing and 
fully cover anchoring hardware. Adjust leveling nuts and trim excess 
anchor bolt projection as required. 

CN226590: Project 
specific base cover 
for UNIVERSITY OF 
HOUSTON CAMPUS 
STANDARD 



Section 11

Page 15

Exterior Lighting

Pedestrian Light Pole -
Footing Details

Pedestrian Pole located in Paving 

(Sidewalks or Plazas)

Pedestrian Pole located in 

Landscaping (Lawn or Planting Beds)
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Exterior Lighting

•  Maximum  .....................................5 FC

•  Minimum  .................................0.65 FC 

•  Extrapolated Average .................2.5 FC

•  Maximum to Minimum  ...............8 to 1

  p Use pedestrian lights, lighted handrails 

or other special lighting to achieve 

illumination requirements.

  p Avoid the use of wall-packs or other 

wall-mounted fi xtures that create glare.

Space Typologies: Plazas, Stairs 

and Ramps
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Exterior Lighting

  p Provide Selux Modular Column light 

fi xture. All fi xtures to be black. Specify 

4000 K color light with a CRI of 85 or 

better

  p Confi gure lights per photometric 

requirements on a case-by-case basis

Preferred Plaza Light Pole

Page 1 of 10
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ApprovalsProduct Modifications
Please list modification requirements for review by factory:

Modular Column

MCB

MCB

BUY 

AMERICAN

Project:

Type: Qty:

Date: Customer:

Date:

Series MCB 
Modular Column 

Column
Features

Finish WH
White

BK
Black

BZ
Bronze

SP
Specify Premium Color

Options

SV
Silver

REC
120V GFCI
Receptacle 
w/ weather-
proof cover

Order Code:

CMxx
Camera

Cannot be mounted within 8 ft of ground

4 Select up to 2 FMS and FML combined

Select up to 3 TMS or up to 1 TMD and 1 TMS

Select up to 1 FMS/FML and 1 TMS/TMD 
combined

Not field adaptable for modules

*Refer to page 2 for mounting option details

BL
Semi-Matte 
Black

Column Body 

Height 7ft 8ft 9ft
10
10ft

11
11ft

12
12ft

13
13ft

14
14ft

15
15ft

16
16ft

17
17ft

18
18ft

Nominal overall  height cannot exceed 18ft
2 For use with TC option only
*Refer to page 2 for mounting option details

SPxx
Speaker

FMSxx3,4,6
Facade Module 
Small Opening

FMLxx3,4,6
Facade Module 
Large Opening

TMSxx3,5,6
Twin Spot Module
Single

TMDxx3,5,6
Twin Spot Module
Double

REC2
120V GFCI
Receptacle 
w/ in-use 
cover

MSxx
Motion Sensor 
w/ optional 
photocell 
(Meets Title 24 
requirements)
See p. 8 for 
order code

TC
Top Cover
(non-lit)

PC
Button-
style 
photocell

DV3xx
36" Design 
Void

DV4xx
48" Design 
Void

Include angular orientation on page 8
9 Not field adaptable to a lit top

REC3
USB & Duplex 
Receptacle 
with
weather-
proof cover

REC4
USB & Duplex 
Receptacle 
with weath
erproof
padlockable 
in-use
cover 

AA #MCB 15 TMD3-5M FINISH

15

TMD35M

FINISH

15 TMD35M FINISHSelux Modular Column 

light fi xture
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ApprovalsProduct Modifications
Please list modification requirements for review by factory:

LED WARRANT

5
YEAR

Modular Inula Column LED

BUY 

AMERICAN

Project:

Type: Qty:

Date: Customer:

Date:

MICL 
Modular Inula Column 
LED

1Q
15.2w/1130lm

2Q90
28.5w/2189lm

2Q180
28.5w/2189lm

WH
White

BK
Black

BZ
Bronze

SP
Specify Premium Color

120 08 40 77 473,11 803,11
120V 208V 240V 277V 347V

For other CCT please consult factory

SV
Silver

Order Code:

3Q
42.0w/3267lm

*Based on 5000K CCT

IDA Approved

120-277V Only

Not at 208V

Not available with DM option

4QS
55.7w/4320lm

40
4000K

30
3000K

50
5000K

AM
Amber

1Q
15.2w/1130lm

2Q90
28.5w/2189lm

2Q180
28.5w/2189lm

3Q
42.0w/3267lm

*Based on 5000K CCT

Series

Light Engine 1

CCT

Finish

Voltage

Options

Light Engine 2

Light Engine 3 1Q
15.2w/1130lm

2Q90
28.5w/2189lm

2Q180
28.5w/2189lm

3Q
42.0w/3267lm

*Based on 5000K CCT

1 All light engines must be 2Q90 or 4QS

1 All light engines must be 2Q90 or 4QS

1 All light engines must be 2Q90 or 4QS

XX
None

1

2

3

MICL

MICL

*50 or 60 Hertz

3 Requires step down transformer, 60 
Hertz Only

11 Not available with HL30

4QD
55.7w/4320lm

4QS
55.7w/4320lm

4QD
55.7w/4320lm

XX
None

4QS
55.7w/4320lm

4QD
55.7w/4320lm

BL
Semi-Matte 
Black

LP
Low Power
50%

DM
Dimming
(0-10V)

HL304,5,6
Hi-Lo 
Switching
Low Output 
30%

EM4,7, 8, 9, 10

Emergency Battery 
Pack
T0 - 20C Powers Light Engine 1 only

Not available with 1Q

Not available with PC option
10Not available with EM option

- MICL 2Q90 40 FINISH VOLTAGE

VOLTAGE2Q90 40 FINISH

2Q90

40

FINISH

VOLTAGE

Optional light 

output fi xture

Page 1 of 5
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ApprovalsProduct Modifications
Please list modification requirements for review by factory:

Twin Spot Module

LED WARRANT

5
YEAR

TMS 
Twin Spot 
Module
(Single)

MB
Medium 
Beam
24º

SB
Spot 
Beam
12º

UNV
(120-277V)

DM
Dimming
(0-10V)

Order Code:

40
4000K

30
3000K

Series

Optics 

CCT

Voltage

Options

Light Engine L44
44W (Single)

Finish
BL
Semi-Matte 
Black

HS
Horizontal 
Spread 
Lens

VS
Vertical 
Spread 
Lens

HX
Honey 
Comb 
Louver

BL
Blue
Lens

GL
Green 
Lens

RL
Red
Lens

DS
Diffused
Lens

TMD
Twin Spot 
Module
(Double)

WB
Wide 
Beam
36º

Project:

Type: Qty:

Date: Customer:

Date:

AC #TMD MB L44 40 BL UNV

MB L44 40 UNV

MB

L44

40

UNV

BL

BL

Optional light 

output fi xture
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Exterior Lighting

  p Outdoor Stairs and Ramps

•  Maximum  ...................................10 FC

•  Minimum  ...................................2.5 FC 

•  Extrapolated Average ....................5 FC

•  Maximum to Minimum  ...............4 to 1

  p Ensure that stairs and ramps in public 

spaces, and particularly those that form 

part of the egress path from a building, 

are well illuminated.

  p Use pedestrian lights, lighted handrails 

or other special lighting to achieve 

illumination requirements.

  p Do not use step lights in stair risers or 

walls.

Space Typologies: Plazas, Stairs 

and Ramps
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Exterior Lighting

Space Typologies: Preferred 

Lighted Handrail

  p Preferred fi xture is by Effi  cient-Tec 

International, style: illuminated stainless 

steel handrail, 4000k illumination color 

with clear prismatic diff user.  Similar 

products by other manufacturers will be 

considered.

  p Basis of Design: Effi  cient-Tec, stainless 

steel with high output led option
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Exterior Lighting

•  Maximum  ........................... 15.0 FC

•  Minimum  .............................. 1.5 FC 

•  Extrapolated Average ............ 4.0 FC

•  Maximum to Minimum  ........ 10 to 1

  p Refer to the following diagrams for 

examples of proper light pole spacing 

and height.  Pole heights and spacing 

will vary depending on the parking lot 

confi guration.

  p Use 22'-6" or 27'-6" poles mounted to 

2'-6" concrete bases.

  p Where appropriate, use 10 foot long 

davit arms to improve the distribution 

and evenness of light.

  p Coordinate light pole spacing with tree 

spacing

Space Typologies: Small and 

Medium Parking Lots

Diagram shows a linear parking lot with more than one tray of parking.

Medium Parking Lot

Diagram shows a linear parking lot with a single tray of parking.

68’ OC 68’ OC

3
0

’

68’ OC

60 OC 60 OC 60 OC

50

3
0
 
t
o
 

3
2
-
6

68’ 68’
48’

68’ OC

Forward throw optics 

6
0

’ 
O

C

68’ OC

6
0
’ 
O

C
6
0
’ 
O

C

Small Parking Lot

68' OC 68' OC

3
0
'

68' OC

6
0
' O

C

68' OC 68' OC
48'

2
5
'

68' OC

6
0
' O

C
6
0
' O

C
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Exterior Lighting

Diagram shows a large parking lot with an off set grid of light poles.  

Medium Parking Lot With Off set Grid

68 OC 68 OC

3
0

 OC

50’

60’ OC 60’ OC 60’ OC

50’

3
0

’ 
t
o
 

3
2

’-
6

”

Large Parking Lot With Regular Grid

180’  OC

3
2
’-

6
”

160’ 

1
8
0
’ 

O
C

6
0
’ 

O
C

1
0
’

10’

180’ OC

Diagram shows a large parking lot with a regular grid of light poles.

Space Typologies: Medium and Large Parking Lots

Diagram shows a large parking lot with an off set grid of light poles 
with 10' davit arms.

Diagram shows a large parking lot with a regular grid of light poles 
with 10' davit arms.

60' OC 60' OC 60' OC
50'

60' OC

80
'-8

" O
C

10'

3
0
' t

o

3
2
'-

6
"

3
2
'-

6
"

180' OC
160'

180' OC

1
8
0
' O

C

6
0
' O

C

1
0
'

10'



Section 11

Page 22

Exterior Lighting

  p Provide Lithonia RSX2 LED light 

fi xture at smaller parking lots 

  p Provide Lens that is fl at and fl ush with 

bottom of fi xture

  p All fi xtures to be black

  p Provide fi xture with cast aluminum 

body mounted to a round pole with the 

fi xture face at 25' or 30' above fi nished 

grade depending on parking lot size

  p Provide LED light producing between 

12,000 and 22,000 lumens depending 

on height 

  p Specify 4000K color light with a CRI of 

85 or better

  p Specify lights to be Dark Sky compliant 

with no light above 75° from nadir and 

with a beam of light 35° from nadir

  p Refer to pole base details on Page 24

Lithonia RSX2 LED

ay

of 9

COMMERCIAL OUTDOOR

Catalog 

Notes

Type

The new RSX LED Area family delivers maximum 

value by providing significant energy savings, long 

life and outstanding photometric performance at an 

affordable price. The RSX2 delivers 11,000 to 31,000 

lumens allowing it to replace 250W to 1000W HID 

luminaires.

The RSX features an integral universal mounting 

mechanism that allows the luminaire to be mounted 

on most existing drill hole patterns. This “no-drill” 

solution provides significant labor savings. An 

easy-access door on the bottom of mounting arm 

allows for wiring without opening the electrical 

compartment. A mast arm adaptor, adjustable 

integral slipfitter and other mounting configurations 

are available.

Tab key or mouse over the page to see all interactive elements.

Options Finish

Shipped Installed

HS

PE ocontrol, button style 

PER7 Seven-wire twist-lock receptacle only (no controls)

SF

DF Double fuse (208, 240, 480) 

SPD20KV d)

FAO Field adjustable output 

DMG 0-10V dimming extend out back of housing for external 
control (control ordered separate) 9

DS Dual switching 9,12

Shipped Installed

*Standalone and Networked Sensors/Controls (factory default settings, see table page 9)

NLTAIR2 PIRHN ation 2 ,with Networked, Bi-Level motion/ambient sensor

Buy America(n) Act Compliant

CCE Coastal Construction16

*Note: NLTAIR2 PIRHN with nLight Air can be used as a standalone dimming sensor with out-of-box 
worked solution. See factory default settings table. Sensor coverage 

pattern is affected when luminaire is tilted.

Shipped Separately (requires some field assembly)

EGS External glare shield 

EGFV External glare full visor (360° around light aperture) 

BS Bird spikes 17

Dark Bronze

Black

XD Natural Aluminum

DWHXD White

TXD Textured Dark Bronze

Textured Black

TXD Textured Natural Aluminum

DWHGXD Textured White

WW

Ordering Information

RSX2 LED

Series
Performance 
Package 

Color 
Temperature

Distribution Voltage Mounting

RSX2 LED P1

P2

P3

P4

P5

P6

30K 3000K

40K 4000K

50K 5000K 

R2 Type 2 Wide

R3 Type 3 Wide

R3S Type 3 Short

R4 Type 4 Wide

R4S Type 4 Short

R5 Type 5 Wide

R5S Type 5 Short

AFR Automotive Front Row

AFRR90 Automotive Front Row 
Right Rotated 

AFRL90 Automotive Front Row 
Left Rotated

MVOLT (120V-277V) 

HVOLT (347V-480V) 

XVOLT (277V-480V) 4

(use specific voltage for 
options as noted)

120 277 

208 347 

240 480 

SPA Square pole mounting (3.0" min. SQ pole for 1 at 90°, 3.5" min. SQ pole for 2, 3, 4 at 90°)

RPA Round pole mounting (3.2" min. dia. RND pole for 2, 3, 4 at 90°, 3.0" min. dia. RND pole 

MA ontal tenon)

IS Adjustable slipfitter (fits 2-3/8" OD tenon) 

Wall bracket

Wall bracket with surface conduit box

Adjustable tilt arm square pole mounting 

Adjustable tilt arm round pole mounting 

AAWB Adjustable tilt arm with wall bracket 

AAWSC Adjustable tilt arm wall bracket and surface conduit box 

EPA 
ft 0°):

0.69 ft  (0.06 m  )

Length: 29.3” (74.4 cm)
(SPA mount)

Width: 13.4” (34.0 cm)

Height: 3.0" (7.6 cm) Main Body
7.2” (18.3 cm) Arm

Weight:
(SPA mount)

30.0 lbs (13.6 kg)

RSX2 LED
Area Luminaire

Street Lights at Small to 
Medium-sized Parking Lots

Medium Height Parking Lot Fixture
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Exterior Lighting

  p Provide high-mast parking lot pole 

with light fi xture mounted 32'-6" above 

fi nished grade. Specify light fi xture by 

Lithonia Lighting.  All fi xtures to be 

black.  Provide lens that is fl at and fl ush 

with bottom of fi xture

  p Mount fi xture to 10'-0" strut arm 

extending from the pole with a 

supporting 45 degree diagonal from the 

bottom.  All poles and arms to be black

  p At large parking lots, provide LED light 

producing between 21,000 and 40,000 

lumens depending on height. Specify 

4000K color light with a CRI of 85 or 

better  

  p Refer to light pole base detail on Page 24

Large Parking Lots

Lithonia D-Series Size 1

High Mast Fixture

ay om
Rev. 03/15/23

of

COMMERCIAL OUTDOOR

Ordering Information EXAMPLE: DSX1 LED P7 40K 70CRI T3M MVOLT SPA NLTAIR2 PIRHN DDBXD

DSX1 LED

Series LEDs Color temperature 2 Color Rendering 
Index 2 Distribution Voltage Mounting

DSX1 LED Forward optics

P1 P6

P2 P7

P3 P8

P4 P9

P5

Rotated optics

P10 1 P12 1

P11 1 P13 1

(this section 70CRI only)

30K 3000K

40K 4000K

50K 5000K 

(this section 80CRI only, 
extended lead times 
apply)

27K 2700K

30K 3000K

35K 3500K

40K 4000K

50K 5000K

70CRI

70CRI

70CRI

80CRI

80CRI

80CRI

80CRI

80CRI

AFR Automotive front row

T1S Type I short

T2M Type II medium

T3M Type III medium

T3LG Type III low glare 3

T4M Type IV medium

T4LG Type IV low glare 3

TFTM Forward throw medium

T5M Type V medium

T5LG Type V low glare

T5W Type V wide

BLC3 Type III backlight 
control 3

BLC4 Type IV backlight 
control 3

LCCO Left corner cutoff 3

RCCO Right corner cutoff 3

MVOLT (120V-277V) 4

HVOLT (347V-480V) 5,6

XVOLT (277V - 480V)

Shipped included

SPA Square pole mounting 
(#8 drilling)

RPA Round pole mounting 
(#8 drilling)

SPA5 Square pole mounting 
#5 drilling 9

RPA5 Round pole mounting 
#5 drilling 9

SPA8N Square narrow pole 
mounting #8 drilling 

WBA Wall bracket 10

MA Mast arm adapter 
unts on 2 3/8" OD 

horizontal tenon)

Control options Other options Finish (required)

Shipped installed

NLTAIR2 PIRHN nabled with bi-level motion / 
nsor, 8-40’ mounting height, ambient 

sensor enabled at 2fc.

PIR High/low, motion/ambient sensor, 8-40’ mounting 
height, ambient sensor enabled at 2fc 13, 20, 21

PER A twist-lock receptacle only (controls ordered 
separate)

PER5 Five-pin receptacle only (controls ordered separate)14, 21

PER7 Seven-pin receptacle only (controls 
ordered separate) 14, 21

FAO Field adjustable output 15, 21

Bi-level switched dimming, 30% 16, 21

Bi-level switched dimming, 50% 16, 21

DMG es pulled outside 
fixture (for use with an external 
control, ordered separately)

DS Dual switching

Shipped installed

urge protection

HS ck finish standard)

Left rotated optics 1

Right rotated optics 1

CCE Coastal Construction

HA nt operation 24

Shipped separately 

EGSR External Glare Shield (reversible, field install 
required, matches housing finish)

Bird Spikes (field install required)

DDBXD Dark Bronze

DBLXD Black

DNAXD Natural Aluminum

DWHXD White

DDBTXD Textured dark bronze

DBLBXD Textured black

DNATXD Textured natural aluminum

DWHGXD Textured white

D-Series Size 1
LED Area Luminaire

Catalog 

Notes

Type

Introduction

es a 

highly refined aesthetic that blends seamlessly 

ronment. The D-Series offers the 

ficacy, long-life 

tes 

ity, greater pole spacing 

ber of 

ications with 

 65% and expected 

00,000 hours.

Tab key or mouse over the page to see all interactive elements.

H2

H1

Specifications

EPA:

32.71"

14.26"

8"

3"

Weight
g)



Section 11

Page 24

Exterior Lighting

Parking Lot Light Poles - 

Footing Details

When Set in Parking Lot
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Exterior Lighting

  p Bus Shelter

•  Average ......................................10   FC

•  Minimum ...................................1.5  FC

  p Extend light distribution 20 feet from 

ends of bus stop parallel to street and 10 

feet behind the structure.

  p If no shelter exists, provide a 10 FC pool 

of light 20 feet in diameter.

Space Typologies: Specialty 

Lighting



Section 11

Page 26

Exterior Lighting

  p Blue light emergency call station

•  Minimum  ...................................5.0 FC 

•  Maximum to minimum  ................4 to 1

  p Extend pool of lighting 25 feet in all 

visible directions.

  p Provide 4000K and 85 CRI or better

  p Mount blue marker light at  

approximately 12 feet above fi nished 

grade.

  p If blue marker light cannot provide 

necessary light levels, provide 

supplemental pedestrian light poles.

E
R
G
E
N
C
Y

EEEEEE
MMMMMMMMM

Space Typologies: Specialty Lighting

Poor 

execution 

(left) vs. 

successful 

emergency 

call station 

(right)
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Exterior Lighting

  p Flag Pole Lighting

  p Comply with required lighting of U.S. 

Flag Code

  p Section 6a of the U.S. Flag Code  

indicates that it is a "universal custom 

to display the fl ag only from sunrise to 

sunset on buildings and on stationary 

fl agstaff s in the open - however, when 

a patriotic eff ect is desired, the fl ag may 

be displayed twenty-four hours a day if 

properly illuminated during the hours of 

darkness."

  p Design lighting of fl ags, U.S. or other, in 

accordance with the adjacent diagram

  p Avoid use of in-ground light fi xtures

Space Typologies: Specialty Lighting
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Exterior Lighting

Space Typologies: Specialty Lighting

p The campus art collection is an 
important portion of the campus 
identity and as such needs a uniform 
approach to illumination

p Highlight important campus 
monuments using lighting.

The entry obelisks on Cullen Blvd. are 
an example

p Lighting levels for public art are 
determined on a case-by-case basis 
working closely with the artist

p Avoid in-grade lighting if possible
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ALI LED (REMOTE)

CATALOG NUMBER LOGIC

Example: DE - LED - x58 - SP - BZW - 9 - 11 - A

MATERIAL

um

SERIES

SOURCE

LED - Chip on Board Technology

LED TYPE

x58 - 12W/2700K/80CRI     x62 - 20W/3000K/80CRI     x66 - 27W/4000K/80CRI

RI     x63- 20W/4000K/80CRI      x67 - 27W/2700K/90CRI

x60 - 12W/4000K/80CRI     x64 - 27W/2700K/80CRI     x68 - 27W/3000K/90CRI

x61 - 20W/2700K/80CRI     x65 - 27W/3000K/80CRI     x69 - 27W/3500K/80CRI

OPTICS

pot (15°)           FL - Flood (35°)          WFL - Wide Flood (60°)

FINISH (See page 2 for full-color swatches)

ard Finishes (BZP, BZW, BLP, BLW, WHP, WHW, SAP, VER)

Premium Finish (ABP, AMG, AQW, BCM, BGE, BPP, CAP, CMG, CRI, CRM, HUG, MDS, NBP, OCP, 

RMG, SDS, SMG, TXF, WCP, WIR)

Also available in RAL Finishes

LENS TYPE*

ard)

10 - Spread          12 - Soft Focus          13 - Rectilinear

SHIELDING*

11 - Honeycomb Baffle

CAP STYLE

5°

lush

5° Less Weephole (Interior use only)

ess Weephole (Interior use only)

IP66 RATED

10/06/2021 SKU-848

*Accommodates up to 2 lens/shielding media.
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Satin Black Satin Bronze

P)

Whit

(WHP

Black Wr

W)

Bronze Wr

W)

White Wr Verd

(VER

(SAP

Cascade Mtn.

Granite (

Black Chrome

Cr

(CRI

Weathered Iron

(WIR

Rocky Mtn.

Granite (RMG)

Mojave Desert

Sandstone (MDS)

Clear Anodize

Po (CAP

ra Mt

Granite (SMG)

Weathere

(W

Antique Bras

Powder (ABP)

Cr

(CRM

tian Mt

Granite (AMG)

Brown Patina

Po

Whit

(AQW

Textured Forest

(TXF)

Hunter Gree

Sonoran Desert

Sandstone (SDS)

Natu al Bras

Po

STANDARD FINISHES PREMIUM FINISHES

Click Here to view larger, full-color swatches of all 

available finishes on our website.

ALI LED (REMOTE) IP66 RATED

"B"/"E" CA

3"

[76mm]
1"

[25mm

"A"/"D" CA

3"

[76mm

[68mm]
[68mm]

7"

[178mm]

[76mm

[76mm]

8"

[203mm

5"
[127mm

"C" CA

2"
[51mm]

10/06/2021 SKU-848   

SUB001113 


